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General Description

The MAX25069 is a highly integrated TFT power supply

and LED backlight driver IC for automotive TFT-LCD applications.

This IC integrates one boost converter, one

inverting buck-boost converter, two gate-driver supplies,

and a boost/SEPIC controller that can power 1 to 6 strings

of LEDs in the display backlight.

The source-driver power supplies consist of a boost converter

which can provide up to +18V in unipolar mode

and an inverting buck-boost converter that can generate

a voltage down to -10.5V. The AVDD output can deliver

up to 300mA at 13.5V, while NAVDD can provide up to

200mA. The positive source-driver supply-regulation voltage

(VAVDD) is set using internal NV memory or through

I2C. The negative source-driver supply voltage (VNAVDD)

is always tightly regulated to -VAVDD. The source-driver

supplies operate from an input voltage between 2.65V and

5.5V.

The gate-driver power supplies consist of regulated

charge pumps that generate up to +31.5V and down to

-18V and can deliver up to 15mA each.

The IC features a 6-string LED driver with input switch

control (NGATE) that can power up to 6 strings of LEDs

with 150mA (max) of current per string.

Logic-controlled and I2C-controlled pulse-width modulation

(PWM) dimming are included, with minimum pulse

widths as low as 300ns and the option of phase shifting

the LED strings with respect to one another. When phase

shifting is enabled, each string is turned on at a different

time, reducing the input and output ripple, as well as audible

noise. With phase shifting disabled, the current sinks

turn on simultaneously and parallel connection of current

sinks is possible.

The startup and shutdown sequences for all power domains

are controlled using one of the eight preset modes,

which are selectable using internal nonvolatile memory or

through the I2C interface.

The MAX25069 is available in a 7mm x 7mm, 48-pin

TQFN package with an exposed pad, and operates over

the -40°C to +125°C ambient temperature range.



Benefits and Features

● 4-Output TFT-LCD Bias Power

• 2.65V to 5.5V Input for the TFT-LCD Section

• Integrated 420kHz or 2.1MHz Boost and Buck-

Boost Converters

• Positive and Negative 15mA Gate Voltage

Regulators with Adjustable Output Voltage (Tripler/

Inverting Doubler)

• Flexible Sequencing

• Undervoltage Detection on All Outputs

• Low-Quiescent-Current Standby Mode

● 6-Channel, 36V LED Backlight Driver

• NGATE Control for External nMOSFET Series

Switch

• Programmable nMOSFET Current Limit

• Up to 150mA Current per Channel

• 4.5V to 36V Input Voltage Range, 3V Operation

after Startup

• Integrated Boost/SEPIC Controller (400kHz to

2.2MHz with Synchronization)

• Dimming Ratio 16,667:1 at 200Hz

• Adaptive Voltage Optimization to Reduce Power

Dissipation in the LED Current Sinks

• Open-String, Shorted-LED, and Short-to-GND

Diagnostics

● Low EMI

• Phase-Shift Dimming of LED Strings

• Spread Spectrum on LED Driver and TFT

• Selectable Switching Frequency

● I2C Interface for Control and Diagnostics

• Fault Indication through the FLTB Pin and I2C

• Nonvolatile Configuration Memory

● Overload and Thermal Protection

● -40°C to +125°C Ambient Temperature Operation

● 48-Pin, 7mm x 7mm TQFN Package with Exposed Pad

● AEC-Q100 Grade 1



Applications

● Automotive Dashboards

● Automotive Central Information Displays

● Automotive Head-Up Displays

● Automotive Navigation Systems
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	nhà sản xuất	tên linh kiện	bảng dữ liệu	Giải thích chi tiết về linh kiện
	

Maxim Integrated Produc...	
MAX250
	


416Kb / 12P	   5V Powered Isolated RS-232 Drivers/Receivers

19-2002; Rev 0; 1989
	
MAX25014
	


936Kb / 46P	   Automotive Low Input Voltage I2C 4-Channel 150mA Backlight Driver

2020
	
MAX25014ATG/V++
	


936Kb / 46P	   Automotive Low Input Voltage I2C 4-Channel 150mA Backlight Driver

2020
	
MAX25014ATG/VY++
	


936Kb / 46P	   Automotive Low Input Voltage I2C 4-Channel 150mA Backlight Driver

2020
	
MAX250C/D
	


416Kb / 12P	   5V Powered Isolated RS-232 Drivers/Receivers

19-2002; Rev 0; 1989
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Maxim Integrated Produc...	
MAX20069
	


202Kb / 2P	   Automotive I2C-Controlled 4-Channel 150mA Backlight Driver and 4-Output TFT-LCD Bias

	
MAX20069B
	


945Kb / 57P	   Automotive I2C-Controlled 4-Channel 150mA Backlight Driver and 4-Output TFT-LCD Bias

Rev 0; 9/20
	

Analog Devices	
MAX25169
	


1Mb / 78P	   Automotive, I2C-Controlled, 6-Channel, 150mA Backlight Driver and 4-Output TFT-LCD Bias with ASIL B Features

Rev 0; 9/22
	

Maxim Integrated Produc...	
MAX25014
	


936Kb / 46P	   Automotive Low Input Voltage I2C 4-Channel 150mA Backlight Driver

2020
	
MAX20069B
	


1Mb / 56P	   Automotive I2C-Controlled 4-Channel 150mA

2021
	

Texas Instruments	
LP8543
	


650Kb / 36P	[Old version datasheet]   SMBus/I2C Controlled WLED Driver for Medium-Sized LCD Backlight

	

Global Mixed-mode Techn...	
G5565
	


122Kb / 1P	   Quad-Output TFT LCD Bias Power

	

Maxim Integrated Produc...	
MAX20444B
	


1Mb / 41P	   Automotive 4-Channel, 130mA Backlight Driver with Boost/SEPIC Controller and I2C Interface

2021
	

Texas Instruments	
LM3631
	


1Mb / 57P	[Old version datasheet]   Complete LCD Backlight and Bias Power

	

Maxim Integrated Produc...	
MAX20446B
	


1Mb / 47P	   Automotive 6-Channel Backlight Driver with Boost/SEPIC Controller, Hybrid Dimming and I2C Interface

Rev 1; 1/21
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Giới thiệu về Analog Devices





	
	
Analog Devices, Inc. (ADI) là một công ty giao dịch công khai, thiết kế, phát triển và sản xuất các mạch tích hợp tín hiệu tương tự, tín hiệu hỗn hợp và tín hiệu số (DSP) (ICS).

Công ty được thành lập vào năm 1965 và có trụ sở tại Norwood, Massachusetts.

ADI phục vụ một loạt các ngành công nghiệp, bao gồm hàng không vũ trụ và quốc phòng, ô tô, truyền thông, người tiêu dùng, công nghiệp, y tế, và kiểm tra và đo lường.

Danh mục sản phẩm của công ty bao gồm bộ chuyển đổi dữ liệu, bộ khuếch đại và bộ so sánh, ICS quản lý năng lượng, bộ vi điều khiển, cảm biến và tần số vô tuyến (RF) và các thành phần vi sóng, trong số các thành phần khác.

ADI dành riêng cho sự đổi mới và sự hài lòng của khách hàng, và cam kết cung cấp cho khách hàng của mình các giải pháp chất lượng cao, đáng tin cậy để đáp ứng nhu cầu của họ.

Tập trung vào hiệu quả năng lượng và tính bền vững, ADI là một nhà lãnh đạo trong ngành công nghiệp IC tương tự và tương tự, thúc đẩy những tiến bộ công nghệ và cung cấp các giải pháp sáng tạo cho các vấn đề thách thức nhất thế giới.


*Thông tin này chỉ dành cho mục đích thông tin chung, chúng tôi sẽ không chịu trách nhiệm cho bất kỳ tổn thất hoặc thiệt hại nào do thông tin trên gây ra.
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